
~ ---~------------~ 

------, ""'-

f :1' 

l' ,H 
I' ;,l 

iiI Ii 
I' 
!!I 

l~ 
'lA 

I, . 
" 

National Criminal Justice Reference Service 

nqrs 
This microfiche was produced from documents received for 
inclusion in the NCJRS data base. Since NCJRS cannot exercise 
control over the physical condition of the documents submitted, 
the individual frame quality will vary. The resolution chart on 
this frame may be used to evaluate the document quality. 

1.0 ::: IIIII~~ 11111
2.5 

w m~ 
I.i.i 
u: W w 

11
'11 :;: ~ I~ ~u: 

""'~ 1111Id4: /I 

MICROCOPY RESOLUTION TEST CHART 
NATIONAL BUREAU OF STANDARDS-1963_A 

(I ; 

Microfilming procedures used to create this fiche comply with 
the standarqs set forth in 41CFR 101-11.504. ,,"' 

Points of view or opinions stated in this document are 
those of the author(s) and do not represent the official 
position or policies of the U. S. Departmeniof Justice. 

National Institute of Justice 
United States Oepartmerit of Justice 
Washington',P. c. 20531. 

• .b 

~t~.~ Cl 

" 

:" . 

U. S. Deparbnent of Justice 
National Institute of Justice 

w. 

.J 

. Telephone Dialers with 
Thped Voice Messages 
NIJ Standard .. 0322.00 

«~,., ,-_. 

7t,.3.3o 

b~LfNU 

If you have issues viewing or accessing this file contact us at NCJRS.gov.



~.~~--~~-----------

r 
ABOUT THE TECHNOLOGY ASSESSMENT PROGRAM 

The Technology Assessment Program is sponsored by the Office of Development, Testing, and 
Dissemination of the National Institute of Justice (NIJ), U.S. Department of Justice. The program responds 
to the mandate of the Justice System Improvement Act of 1979, which created NIJ and directed it to 
encourage research and development to improve the criminal justice system and to disseminate the results 
to Federal, State, and local agencies. 

The Technology Assessment Program is an applied research effort that determines the technological 
needs of justice system agencies, sets minimum performance standards for specific devices, tests 
commercially available equipment against those standards, and disseminates the standards and the test 
results to criminal justice agencies nationwide and internationally. 

The program operates through: 

The Technology Assessmellt Program Advisory Council (TAPA C) consisting of nationally recognized 
criminal justice practitioners from Federal, State, and local agencies, which assesses technological needs and 
sets priorities for research programs and items to be evaluated and tested. 

The Law Enforcement Standards Laboratory (LESL) at the National Bureau of Standards, which 
develops voluntary national performance standards for compliance testing to ensure that individual items of 
equipment are suitable for use by criminal justice agencies. The standards are based upon laboratory testing 
and evaluation of representative samples of each item of equipment to determine the key attributes, develop 
test methods, and establish minimum performance requirements for each essential attribute. In addition to 
the highly technical standards, LESL also producer) user guides that explain in nontechnical terms the 
capabilities of available equipment. 

The Technology Assessment Program Information O?nter (TAPIC) operated by the International 
Association of Chiefs of Police (IACP), which supervises 81 national compliance testing program conducted 
by independent agencies. The standards developed by LESL serve as performance benchmarks against 
which commercial equipment is measured. The facilities, personnel, and testing capabilities of the 
independent laboratories are evaluated by LESL prior to testing each item of equipment, and LESL helps 
the Information Center staff review and analyze data. Test results are published in Consumer Product 
Reports designed to help justice system procurement officials make informed purchasing decisions. 

All pUblications issued by the National Institute of Justice, inclUding those of the TechnOlogy 
Assessment Program, are available from the National Criminal Justice Reference Service (NCJRS), which 
serves as a central information and reference source for the Nation's criminal justice community. For 
further information, or to register with NCJRS, write to .the National Institute of Justice, National Criminal 
Justice Reference Service, Washington, DC 20531. 

James K. Stewart, Director 
National Institute of Justice 
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FOREWORD 

This document, NIJ Stand&rd-0322.00, Telephone Dialers with Taped Voice Messages, is an equipment 
standard developed by the Law Enforcement Standards Laboratory of the National Bureau of Standards. It 
is produced as part of the Technology Assessment Program of the National Institute of Justice. A brief 
description of the program appears on the inside front cover. 

This standard is a technical document that specifies performance and other requirements equipment 
should meet to satisfy the needs of criminal justice agencies for high quality service. Purchasers can use the 
test methods described in this standard themselves to determine whether a particUlar piece of equipment 
meets the essential requirements, or they may have the tests conducted on their behalf by a qualified testing 
laboratory. Procurement officials may also refer to this standard in their purchasing documents and require 
that equipment offered for purchase meet the requirements. Compliance with the requirements of the 
standard may be attested to by an independent laboratory or guaranteed by the vendor. 

Because this NIJ standard is designed as a procurement aid, it is necessarily highly technical. For those 
who seek general guidance concerning the selection and application of law enforcement equipment, user 
guides have also been published. The guides explain in nontechnical language how to select equipment 
capable of the performance required by an agency. 

NU standards are subjected to continuing review. Technical comments and recommended revisions are 
welcome. Please send suggestions to the Program Manager for Standards, National Institute of Justice, U.S. 
Department of Justice, Washington, DC 20531. 

Before citing this or any other NIJ standard in a contract document, users should verify that the most 
recent edition of the standard is used. Write to: Chief, Law Enforcement Standards Laboratory, National 
Bureau of Standards, Washington, DC 20234. 

I,'" 

Lester D. Shubin 
Program Manager for Standards 
National .Institute of Justice 
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NIJ STANDARD 
FOR 

TELEPHONE DIALERS WITH 
TAPED VOICE MESSAGES 

1. PURPOSE AND SCOPE 

NIJ Standard-0322.00 

This standard establishes performance requirements and test methods for evaluating dialers that dial 
one or more specified telephone numbers and transmit one or more taped voice messages in response to an 
actuation. These devices transmit an alarm signal [the voice message(s)J through tit.c>:}!'di:'lafYswitched 
telephone network to a telephone answerirAg service or private phone. Emphasis in this §tant~ardis on 
characteristics affecting the ability of the devices to perform their tasks reliably and on fiI,Ptors that affect 
false alarm susceptibility. . 

Dialers that have received FCC approval may be connected directly to the telephone network [1,2]1; 
otherwise, a registered pmtective circuit must be used [3J. In corlformance with existing state or local 
ordinances, prior permission may be required, in writing, from those whose telephone numbers are to be 
dialed, before such numbers may be programmed into the dialer. 

2. CLASSIFICATION 

This standard does not classify dialers by type. The dialers covered by this standard operate on 
(nominally) 115·V ac power (with a battery as an optional standby power supply), and transmit taped voice 
messages. The dialers may come as modules, as units that stand alone in their Own cabinets intended to be 
connected to an intrusion alarrp control unit, or as elements to be incorporated into an intrusion alarm 
control unit. This standard does not distinguish among any of these forms and only defines tests for the 
dialer portion of any composite system. The control unit portion of any composite system must satisfy its 
Own standard, NIJ Standard·0321.00 [4]. Several options may be available with each dialer. 

2.1 Option I-Line Checking 

The dialer has circuitry to automaticaUy check the telephone line for selected usability conditions. If 
the telephone line is unusable, a l~cal alarm is activated. 

2.2 Option II-Tamper Protection 

The . dialer is supplied in, a key·locked cabinet with a tamper switch that activates the dialer if 
unauthorized entry to the cabinet is attempted. 

2.3 Option III-Test Speaker 

The dialer contains a speaker which can be used to check the content and quality of a previously taped message. 

2.4 Option IV-Extension Phone Disconnect 

The dialer has the capability to deactivate all extension phones conne¢ted to the telephone line 
intended for alarm message transmittal. 

J Numbers in brackets refer to references in appendix A. 
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3. DEFINITIONS 

3.1 Alarm Signal 

A signal produced by a control unit indicating the existence of an alarm state. 

3.2 Alarm State 

The condition of a sensor of an intrusion alarm system that causes a control unit in the secure state to 
transmit an alarm signal. 

3.3 Break Interval 

An on-hook (open circuit) signal of approximately 4O-ms duration, as part of a dialing pulse train. 

3.4 Chatter 

The rapid (undesirable) repeated switching of a dialing pulse train. 

3.5 Control Unit 

A device, usually electronic, that provides the interface between the alarm system and the human 
operator and produces an alarm signal when its programmed response indicates an alarm state. 

3.6 Decibel (dB) 

A unit denoting the logarithmic ratio oftwo powers, defined as n= 10 Joglo PIP ref; n is in decibels, Pis 
a power level, and P ref is a reference power level. Under conditions where the ratios of voltages are used 
instead of the corresponding power ratios, n=20 10glO V/Y.ef is the formula to use. 

3.7 Decibel w.ith 1-mW Reference (dBm) 

A unit expressing power level in decibels, above or below a reference level of 1 m W. 

3.8 Dialing Pulses 

A series of interruptions of the current flow in the customer's loop in the telephone switching network. 
This pulse tr~in registers at the telephone switching equipment as digits of the telephone number dialed. 

3.9 Distortion 

An undesired change in waveform. 

3.10 Flutter (and Wow) 

Distortion caused by nonuniform tape motion during recording or playback. This type of distortion is 
recognized as aural pitch variations when the tape motion cycles in the range of 0.1 to 6 variations per 
second (defined as wow) and as a roughening of the tones when the tape motion cycles more rapidly than 6 
variations per second (defined as flutter). For the purposes of this standard nonuniform tape motion in the 
range of 0.1 to 250 variations per second will be called flutter without the requirement to separate the 
flutter and wow components. 

3.11 Frequency Response 

The variation of signal amplitude as a function of frequency. 

3.12 Harmonic Distortion 

Distortion characterized by the appearance in the output signal of harmonics of the input frequency 
when the input wave is a single sinusoid. /? 
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3.13 Line Checking 

The capability of a dialer, or add·on component to a dialer, to detect an open or shorted telephone Hne. 
Immediately tbllowing such a detection, the dialer may alert tte user (by means of a light, or other signal), 
or produce a local audible alarm, when the system is placed into its alarm state. 

3.14 Make-Interval 

An off-hook (closed circuit) signal of approximately 6O-ms duration, as part of a dialing pulse train. 

3.15 Off-Hook Signal 

A signal by the dialer to the telephone line, equivalent to a model 5OD.type telephone with the cradle 
button up (line voltage becomes 6 V). 

3.16 On-Hook Signal 

A signal by the dialer to the telephone line represented by an open circuit. This is equivalent to a model 
SOO-type telephone with the cradle button down (line voltage becomes 48 V). 

3.17 Programmer 

A device used for programming message tapes. 

3.18 Programming 

The act of recording the control commands and the voice message(s) on the tape to be used by the 
dialer. 

3.19 Secure State 

The condition of an alarm system in which all sensors and control units are ready to respond to an 
intrusion. 

3.20 Sound Pressure Level (SPL) 

The logarithmic ratio expressed in decibels of a sound pressure, P, to a reference pressure, Pref) of 20 
,,"Pa. 

3.21 TalklngBattery 

The dc voltage supplied by the telephone company central office to the customer's loop for the 
operation of the carbon transmitter in the handset of a telephone and to enable the distinguishing of dialing 
pulses. 

3.22 Tamper Switch 

A switch that initiates an alarm signal if an attempt is made to gain access to the interior of a protected 
piece of equipment. This switch is usually activated by an attempt to remove the cover of the equipment. 

3.23 TestTapes 

Test tapes are a series of tape recordings used for test and evaluation of the dililler characteristics. The 
test tapes for the purposes of this standard are described in section 5.2.3. These six recordings may be 
supplied by the dialer manufacturer or they may be created by the test laboratory according to the 
instructions in section 5.2.4. 
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3.24 Weighted Peak Flutter 

(5J. Flutter indicated by· the weighted peak flutter measuring equipment specified in IEEE STD 193-1971 

4. REQUIREMENTS 

4.1 Acceptance Criteria 

A dialer that transmits taped voice messages satisfies the requirements of this standard if all sample 
:specimens (see sec. 5.1) pass all of the tests required by this standard. 

4.2 User Information 

The following information items shall be among the data supplied to the user by the manufacturer or distributor: 

(a) Full installation and operation instructions (for all modes of operation), instructions for setting the 
phone number(s) to be called, minor troubleshooting and routine testing, a recommended 
maintenance schedule, and any installation restrictions. 

(b) Options included (sec. 2). 
(c) Signal characteristics necessary to activate the dialer. 

(d) Standby power requirements, including the identification of usable battery types, the maximum 
period of standby power operation, and the minimum time required to fully recharge a completely 
discharged battery if the equipment includes an integral battery charging unit. 

(e) Instructions for making test tapes, if such tapes are not provided by the manufacturer or distributor. 

(f) Length of play of the tape to be used with the dialer, how many messages (channels) are available, 
and the allowable length (minimum/maximum) of each message. 

(g) Descrimion of tamper protection and/or other optional features (see sec. 2). 
(h) Instructl'pns to be followed by the user in order to comply with the rules of the FCC concerning 

connec'tion of terminal equipment to the telephone network. 
(i) . Programmer and instructions for its USe and operation if prepared tapes are not provided. 
G) Nominal operating voltages. 
(k) Certification of compliance with this standard. 

4.3 Test Tape Requirement 

The manufacturer or distributor may elect to supply the test tapes required by the tests in this ~tandard. 
If supplied, the tapes shall conform to the tape descriptions contailled in section 5.2.3. If the test tapes are 
not supplied with the dialer, the testing laboratory shall prepare them in conformance with section 5.2.3 
using the instructions contained in section 5.2.4. 

4.4 Electronic ReqUirements 

4.4.1 Frequency Response Requirement 

When tested in accordance with section 5.4. I, the device shall satisfy the following criteria. On 
playback of test tape A, over the frequency range from 500 to 3200 Hz, the difference between the 
maximum and minimum response shall not exceed 15 dB. The existence of not more than two notches 
having widt~s between the -3 dB points of less than 10 percent of their center frequency in the frequency 
response curve shall not be ccmsidered a vio.1ation of this requirement. 

4.4.2 Operating Level (Sound Pressure) Requirement 

When tested in accordance with section 5.4.1, using test tape B (the 1000 Hz sine wave referenc,e level), 
the output across the 6C,o . .{l resistor in figure 1 shall be not less than -8 dBm;., "Hill'~"'; "l"< 
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FIGURE I. Test equipment connection to draier's telephone terminals. 

4.4.3 Harmonic Distortion Requirement 

.----~-. 

OTHER 
TEST 

EQUIPMENT 

When tested in accordance with section 5.4.2, With an output power level in the range -8 to -2 dBm, 
the harmonic distortion shall not exceed 5 percent of the signal (rms). 

4.4.4 Signal-to-Noise Ratio Requirement 

When tested in accordance with section 5.4.3, the signal-to-noise ratio shall be not less than 30 dB (with 
the gain set, if possible, so that the reference signal of section 4.4.1 gives -3 dBm). 

4.5 Tape Speed Requirement 

When tested in accordance with section 5.5, the playback frequency of t~e recorded tone on test tape 
D shall be 2±0.200 kHz. 

4.6 Flutter Requirement 

When reproducing a constant frequency near 2 kHz (test tape D) and tested in accordance with section 
5.5, the weighted peak flutter [5] content of the output signa! shall not exceed 3 percent. 

4.7 Dial Pulse 'Requirements 

4.7.1 Pulse Time Interval Requirement 

When tested in accordance with section 5.6, the combined time intervals for a break interval and its. 
preceding dr following !l1ake interval shall lie in the range 91 to 125 ms. In addition, the rati~of the br~ak 
interval to either of the combined time intervals shall be not less than 0.58 or more than 0.64, 10 conformIty 
with telephone company regulations [6]. , . 

For a single break pulse, the break interval shall be not less than 53 ms or more than 80 ms. The time 
interval between the final pulse (break to make) of a given digit and the beginning of the first pulse of the 
next digit (interdigital interval) shall be not less than 600 ms or more: than 3 s [6]. 
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4.7.2 Chatter, Spurious Breaks, and Spurious Make Requirement 

When tested in accordance with section 5.7, the duration of pulse chatter shall not exceed 3 ms after 
j;be initial make-to-break or break-to-make trans~tion of any pulse. Spurious breaks shall not occur in the time 
interval starting 100 ms before,the first make-ta-break transition and ending 100 ms after the last break~to
make transition of any pulse train that represents a digit. The duration of spurious breaks shall not exceed 1 
ms; the separation between spurious breaks shan be at least 100 ms. The duration of spurious makes during 
the break interval shall not exceed 10 J.Ls [6]. 

4.8 Di~ling impedance Requirement 

When te~ted in accordance with section 5.8, the resistance of the device during the make state, as 
measured at its telephone terminals, .shall be not more than 300 U and during the break state, the resistance 
shall exceed 150 kU [7]. 

4.9 Test Tape Dialing and Voice Message Requirement 

When tested in accordance with section 5.9, the dialer shall correctly dial the programmed telephone 
number(s) and transmit one or more voice messages that are intelligible. 

4.10 Telephone line Control Requirement 

The dialer shall be able to disconnect an incoming call and seize the telephone line for its own use 
when tested in accordance with section 5.10. 

4.11 line Checking (Option I) Requirement 

If this option is provided, the dialer shall have a contact closure or other suitable means of actuating a 
local annunciator in the event that the dialer detects all unusable telephone circuit. As a minimum, the dialer 
shall check the telephone circuit for being shorted or open. 

4.12 Tamper Protection (Option II) Requirement 

If the dialer is in an enclosure, the dialer shall signal an alarm if an attempt is.,made to gain access to the 
dialer while it is in the secure state. When tested in accordance with section 5.12, the tamper switch shall 
not cause the system to signal an alaml until the cover or cover screw, whichever actuates the tamper 
switch, has moved at least 1.5 rom (0.0& in) and shall signal an alarm before the cover has moved a sufficient 
distance to permit a direct line of sight to electrical circuits or adjustment controls. 

4.13 Test Speaker (Option m) Requirement 

If this option is provided, the dialer shall not signal an alarm when the test speaker is actuated. The 
speaker and any associated circuitry shall be of sufficient quality that when tested in accordance with 
section 5.13 a tape that meets the requirements of section 4.9 shall be heard intelligibly through the test 
speaker. 

4.14 Extension Phone Disconnect (Option IV) Requirement r/ . 

If this option is provided, the dialer shall be able to disconnect an outgoing call and sei?e the telephone 
line for its own use when tested in accordance with section 5.14.' 

4.15 Stability Requirement 

Wh,en tested for supply voltage variations, operation on standby power, mechanical shock, 
temperature, and humidity (sec. 5.15), the unit shall continue to operate correctly (sec. 4.9) and it shall not 
falsely actuate. " 
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4.16 Electrom~gnetic Susceptibility Requirement 
I I 

When subjected to .:adiated electromagnetic fields, conducted interference, and simulated lightning 
voltage surges on the telephone lines in accordance with &ection 5.16, the dialer shall meet the requirements 
of section 4.9 and shall not falsely actuate. 

5. TEST METHODS 

5.1 Sampling 

Three dialers shall be selected at random for testing. Units with seriously damageti' packaging or other 
obvious damage that. would normally result in the units being returned should be excluded from tests. 

5.2 Test Conditions 

5.2.1 Test Environment 

Unless otherwise specified, all tests shall be performed with the dialer operated at its specified normal 
operating voltage and in a typical l&horatory ambient environment. In all cases, the dialer shall be allowed 
to warm up for a minimum of 5 min after being turned on, or as specified by the manufacturer, before any 
tests are performed. 

5.2.2 Test Setup 

The test equipment shall be connected to the dialer terminals through a loading circuit shown in figure 
1. The signals are measured across the 6oo±6-0 resistor. The 48+5-V talking battery is connected, with the 
polarity indicated, in series with the loop resistance of the telephone lines which is simulated by f:( nominal 
200-0 resistor in each side of the circuit. During the tests the positive side of the talking battery may be 
grounded, or it may be allowed to float, depending on the characteristics of the test instruments. The 
polarity of the connections to the dialer shall be in accordance with the manufacturer's dir~ctions. If there is 
a terminal for gl'ounding the dialer, then the terminal shall be grounded; if not, then the dialer case shall be 
grounded. 

5.2.3 Test Tape Content Description 

Test Tape A-A recording of an audio frequency sweep spanning the range from 500 to 3200 Hz. 
Duration of the sweep is at least 1 min. 

Test Tape B-A recording of a reference frequency of 1 kHz, accurate to +0.1 percent. having a 
duration of 2 min. 

Test Tape C-A recording of room noise as specified in section 5.2.4 from an open microphone, having 
a duration of 2 min. 

Test Tape D-A recording of a constant frequency of 2 kHz, accurate to +0.1 percent, having a 
duration of 2 min. 

Test Tape E-A recording of a succession of programmed dialing pulses of the dial digit "one" lasting 
1 min, followed by a succession of programmed dialing ~ulses of the dial digit "zero" also lasting 1 min. 

Test Tape F-A recording of dialing pulses that will dial a test phone, and also contains a voice 
message to be transmitted after the test phone number has been reached. 

5.2.4 Test Tape. Preparation 

If the tape programmer has provision for adjustin~ the \(recording level, adjust it e.ccording t,o the 
manufacturer's instructions. If the recording level is fixed, proceed to make the test tapes WIthout 
adjustment. G!onsult the mailUfacturer if difficulty is encountered.' 

'test tape A is prepared as follows, Connect the audio sweep oscillator through an amplifier toa 
speaker. Aim the speaker toward a large room or in a direction that will minimize echoes. Align a sound 
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level meter coaxially with respect to the speaker. Sweep the oscillator at a uniform rate through the 
frequency range 500 to 3200 Hz and record on the x·y recorder the sound pressure level (as determined by 
the sound level meter) as a function of frequency. Select as a reference that frequency between 900 and 
1000 Hz which produces the greatest sound pressure level. Adjust the amplifier gain so that this reference 
level is between 80 and 90 dB on the sound level meter. Replace the sound level meter by the programmer 
microphone and record the audio output of the speaker while the audio oscillator is uniformly swept from 
500 to 3200 Hz once in a time period greater than 1 min. 

Test tape B is prepared as follows. Without changing the basic setup or the adjustments for making test 
tape A, set the audio oscillator to a frequency of 1 kHz ± 1 Hz. Record this tone for 2 min. 

Test tape C requires that the noise be at least 40 dB below the sound level used in recording the 
reference frequency of test tape B. Using the sound level meter measure the sound level in the test area. If 
the sound level in the room is at least 40 dB below the 80 to 90·dB reference level used for test tapes A and 
D, proceed. If the room noise is not at least 40 dB below the reference level, the room noise (background 
noise) will have to be lowered until it meets the 4O·dB requirement. Record 2 min of room noise. 

To prepare test tape D, set the audio oscillator to 2 kHz +2 Hz and record 2 min of this tone at the basic setup adjustments. 

Using the instructions provided by the manufacturer for programming the telephone number to be 
called, prepare test tape E by repeatedly dialing the digit "one" for 1 min followed by repeatedly dialing the digit "zero" for 1 min. 

Test tape F is prepared by following the manufacturer's instructions for creating a taped alarm message 
including a telephone number to be dialed. 

5.3 Test Equipment 

5.3.1 Amplifier and Speaker 

The amplifier and speaker together shall have a response flat to within 0.5 dB over the frequency range 
500 to 3200 Hz as measured by the sound leVel meter (sec. 5.3.8). 

5.3.2 Audio Spectrum Analyzer 

The Audio Spectrum Analyzer shall be capable of displaying the frequency of the input signal over the 
range 500 to 3200 Hz with an accuracy of not less than 10 percent of the indicated frequency and the 
amplitude of that signal on either a linear or logarithmic scale (logarithmic scale preferred) with an accuracy of + 1 dB. 

5.3.3 Audio SWl'lep OSCillator 

The audio sweep oscillator shall be linear in frequency to within 1 percent over the freq~.kncy range 
500 to 3200 Hz. II 

5.3.4 Distortion Analyzer ~\ 

\ When used over the frequency range of 500 to 3200 Hz, and at a distortion reading of 5 percent;\ the 
distortion analyzer shall measure the total harmonic distortion with an uncertainty of less than ± 10 percent of the reading. 

5.3.5 Frequency Counter 

The counter shall be digital and capable of determining frequencies between 100 Hz and 4 kHz to 
within +2 Hz and provide at least four digits of information. 

5.3.6 Flutter (and Wow) Meter 

The flutter (and wow) meter shall conform to IEEE Std 193.1971 (5]. 

5.3.7 Lightning Surge Test Circuit 

A circuit (fig. 2) designed to generate a pulse having a ri.se time of 10±2 JLs and a decay time (to one half peak) of 1.6+0.2 ms. 
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FIGURE 2. Test circuit setup for conducted and radiated EM! tests. 

5.3.8 Sound Level Meter 

The sound level meter shall conform to ANSI Standard S1.4.1971 [8]. 

5.3.9 VU Meter 

INSTRUMENTATION 

The VU meter is an ac voltmeter with scale in decibels, designed to me'asure the relative volume of 
sound. The VU meter shall conform to ANSI Standard C16.5·1954 (R1961) [9]. 

5.3.10 X-Y Recorder 

The X·Y recorder shall be accurate to 1 percent of full scale in each of the X and Y coordinates. 

5.3.11 Environmental Test Chamber 

The environmental test chamber(s) shall be of a size sufficient to accommodate the dialer and any 
associated enclosure and be capable of maintaining any temperature in the range 0 t~ 50 ·C (32 to 1~2 OF) 
within ±2'C (±3.6 OF), A recorder shall continuously record the temperature durmg the tests WIth an 
accuracy of ± 1 ·C (± 1.8 oF). 

The humidity test chamber(s) shall be capable of maintaining humidity in the range from ~O perce?t. to 
at least 90 percent relative humidity within +2 percentage points over,the enti~e. range of relatIve humld~ty 
at 30+5 °C (86±9 OF). A recorder shall continuously record the relative humIdIty and temperature durmg 
the test with an uncertainty of less than 1 percent. 

5.3.12 High-Voltage Power Supply 

The high.voltage power supply for the lightning surge test shall be capable of charging the 3.3.JLF 
capacitor to 600· V dc in 10 s or less. 
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5.3.13 Oscilloscope a~,d Camera 

Ii 
The oscilloscope slr'All have a h' h' d d'ffi .. . 

bandwidth from dc to at least 1 MH l~ l~pe ~~ce I 1 ereniIal Input amphfier' or plug-in amplifier with II: 

be 50 pF or less The common m~d npu. ret~IS anc~ s;,;!;ahllalble 1 Mn or higher while input capacitance shall 
. - e reJec Ion ratIo s be at least 500'1 for ac or d . al Th 

oscillo~cope shall have the capability of measuring test signals over a ran ~ f ,c sIgn s. e 
recordIng camera compatible with the oscilloscope shall be used. g 0 1 mV to 100 V. A data 

,5.4 Electronic Tests 

5.4.1 Frequency Response 'fest; Operating (Sound Pressure) Output Level Test 

~lay test tape A. Using the Audio Spectrum Analyzer determine the dialer's out ut si al level 
f~nctIon of output frequency. From the record presented by the Audio Spectrum An~Y7er ~ t . a~ a ,< 

dlffere~ce between the maximum and minimum response in dB units. Also, monitor the di~ler ~u~rr;:::~ the 
level wIth a VU meter. Correct for constant sound pressure level (i.e., subtract from the outp t . p 1 g~al 
the output value at the reference frequency). u SIgna va ue 

Play test tape B. Use the VU meter to measure the output signal from the dialer. 

5.4.2 Harmonic Distortion Test 

Connect a distortion analyzer or t 1 . 
audio frequency voltmeter (as in fig. ~)~p;~a~u:s~~: y:~ to ~h~ dlale~ output termin~ls i~ par~llel with the 
least the fourth harmonic) in the dialer output signal.

P 
Use ~;the ~:~::gn~:~t:rhya~mom~ dldstoRrtlOn (uP. to at 

for each channel if mor th hI' . IS requrre. epeat thIS test 
operating from its intern:l s~:~:; ;o::~ew~e~r~~:d~:~i~e~s;:~~~!~rtion inn this fmannehr with the di~Ier 
Note: Harmonic distortion is defined as: ' as we as rom t e ac power hne. 

V [Vir+ V5r+ - - - + V~rl 
Vr 

where Vr is the voltage of the fundamental frequency, and Vo's are the voltages of the nth harmonics. 

5.4.3 Signal-to-Noise Ratio Test 

Play test tapes, B (signal) and C (noise). Determine the signal-to-noise rati . 
across the 600-n resIstor of figure 1 and taking the rat' f th 0 by USIng the VU meter lO 0 e two outputs. 

5.5 Tape Speed and Flutter Tests 

Play test tape D on the dialer operating at its nominal volta e U' h 
the frequency of the output tone, and with the flutter (and w g). SIng t e frequency coun~er, measure 
flutter. (Disregard peaks that occur at a rate of less than cne eve~;3 s~eter [5J, measure the weIghted peak 

5.6 Dial Pulse Timing Test 

Connect the equipment as shown in figure 1· then la t . 
and an associated data recording camera to obtai~ a recJrdYo/t~et~~;li~gO;u~::S d~~lte~h~se :~e oscilloscope 
rate at 50 ms/cm to obtain at least four (make-to-break and break to . . . OSCI OScope sweep 
~n t~: oscilloscope screen. Take at least four photographs of the "~e;:'~~~l:;::sl~~ns of ~he "zero" pulses 

in~~;diJ;;t~~a:~;~ the photographs measure the duration of the make an~· br~~~ Pin~!~~~~~~n~f ~~: 

5.7 Chatter Test 

By means of an oscilloscope (as in sec 56) exam' th d' r 
makes or breaks. Take at least four photo~r~phs of tl::e 

pul: ~a 1D~ pulse~ of thest tape E fo~ any spurious 
makes and if any are observed determine their dur l' e race, ~xam1De t es~ for SpUriOUS breaks or 

and sweep tate will need adjusting to insure that any ~~~~t-~:~a~::~~~~~; ~~en~:~!~::is~e~.ace intensity 
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5.8 Dialing Impedance Test 

With the dialer in the secure state, use an ohmmeter to measure the open-contact (break) impedance as 
seen at the telephone terminals of the dialer. Activate the dialer iti accordance with the manufacturer's 
instructions, and measure the closed-contact (make) impedance at the same terminals. During these 
measurements the dialer should not be connected to any other apparatus. 

5.9 Test Tape Dialing and Voice Message Test 

Connect the dialer to the telephone lines in accordance with the manufacturer's instructions. Activate 
the dialer and play test tape F. Determine whether the dialer has correctly dialed the programmed number 
(7 to 11 digits) and transmitted an intelligible voice message. Repeat this four. times for each channel. 

, < 

5.10 Telephone Line Control Test 

Connect the dialer to the telephone lines in accordance with the manufacturer's instructions. From a 
telephone not on the same line, place a call to the telephone number associated with the line the dialer uses. 
While the phone is ringing, activate the dialer and play test tape F. Verify that the requirements of sections 
4.9 and 4.10 are met. 

5.11 Line Checking (Option I) Test 

Connect the dialer to the test circuit of figure 1. Monitor the local annunciatoI; actuating circuit. Short 
the dialer terminals from "A" Jo "B." Activate the dialer. Note the status of the local annunciator actuating 
circuit. Remove the short. Repeat the above test but open the circuit first at "A" and the.n at "B" as 
separate tests. 

5.12 Tamper Protection (Option II) Test 

If the enclosure has a hinged cover, swing it open until the tamper switch is first actuated, and measure 
the displacement of the cover opposite the hinge. If the unit has a nonhinged cover, lift one side until the 
tamper switch first actuates, and measure the displacement of that side of the cover. Repeat this for each of 
the other three ~ides. If an unhinged covercannofbe lifted one side at a time, then lift or move it uniformly 
until the tamper switch frrst actuates, and measure the movement of the cover. If, the device has a tamper 
switch· actuated by the motion of a cover screw, retract the screw until the tamper switch is actuated, and 
measure the displacement of the s(!rew. 

In each case, examine the' unit wnile the cover is lifted to the position just sufficient to actuate the 
tamper switch, and determine if there is a direct line of sight to any internal adjustment control or electrical 
circuitr.y. 

5.13 Test Speaker (Option IJI)Test 

With the dialer in its test mode, actuate the 'dialer and play tape F: Monitor the telephone terminals to 
determine if an alarm signal is transmitted and listen to the test speaker to, check fpr conformance wi~h 
section 4.13. 

5.14 Extension Phone Disconnect (Option IV) Test 

Connect the dialer to the telephone lines in accordance witl~ the manufacturer's)nstructiolls. Ffom a 
telephone on the same line (an extension phone), place a call. While the call is in progress, activate the 
dialer and play test tape F. Verify that the requirements of sections 4.9 and 4.14 are met. 

5.1.5 Stability Tests 

Set . liP the dialer according to section 5.2.2. Use a work bench for mounting the. equipment unless 
instructed· Qtherwise In each test. . 

5.15.1HI~h-VoltageTest 

Connect the dialer to a variable voltage power supply. Adjust the power supply for a voltage of 11O± 1 
percent of the nominal operating voltage and perform the test of section 5.9. 
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5.15.2 Low-Voltage Test 

Adjust the variable voltage power supply fora voltage of 85+ 1 percent of the nominal operating 
voltage and perform the test of section 5.9. ' .. ' 

5.15.3 Standby Power Operation 

Disconnect the dialer from the power line and permit it to operate from its fully charged standby 
power. supply. After 1 min, reconnect it to the power line and again observe whether there are any 
transmItted alarms. Repeat the test two additional times. Disconnect the dialer from' the power line and 
allow it to operate continuously from the standby power supply for the period of time specified by the 
manufacturer (sec. 4.2). Upon completion of the required operating period,' perform the test of section 5.9. 
Allow the batteries to discharge to a level where the dialer will not operate. Reconnect the dialer to the 
power line voltage and again perform the test of section 5.9. Allow it to operate continuously for the period 
of time specified by the manufacturer to fully recharge the batteries. Then repeat the initial standby power 
operation test. . '. . 

5.15.4 . Shock test 

Disconnect the dialer frolI' the power line voltage and standby power and place the unit on a bench 
vtith a horizontal solid wooden top at least 4-cm (1-5/8 in) thick or on a floor having at least the same 
rigidity as the work bench top. Using one edge of the unit as a pivot, lift the opposite edge until it forms an 
angle of 45° with the bench top, or the lifted edge has been raised 10 cm (4 in) above the horizontal surface, 
or the lifted edge is just below the point of perfect balance, whichever condition occurs first. Then let the 
unit drop back freely to the flat surface. Repeat, using other practical edges of the same horizontal side as 
the pivot edges for a total of four drops. 

Repeat the entire procedure with the unit resting on other sides until it has been dropped a total of four 
times on each side on which the unit could be practically placed during servicing. Reconnect power and 
then test in accordance with section 5.9. 

5.15.5 High-Temperature :Test 
',,, 

Place the dialer in an environmental chamber at a temperature of 50+2 °C (122+3.6 OF). Allow it to 
remain at that temperature for a minimum of 4 h, and then while at that test temperature, perform the 'test in 
accordance with section 5.9. The instrumentation shall be located ou.tside the environmental chamber. The 
dialer shall be arranged so that the reset switch can be actuated from outside of the chamber. 

5.15.6 Low-Temperature Test 

Place the dialer in an environmental chamber at a temperature of 0+2 °C (32+3.6 OF). Allow it to 
remain at that temperature for a minimum of 4 h, and then while at that test temperature, perform the test in 
accordance with section 5.9. The instrumentation shall be located outside the environmental chamber. The 
dialer shall be arranged so that the reset switch can be actuated from outside the chamber. 

5.15.7 High-Humidity Test 

Place the dialer in an environmental chamber at a relative humidity of 85+2 percent and at a 
temperature of 30+ 5 °C (86+9 OF). Allow" it to remain at that humiQity for 24 h, and while at the test 
humidity, perform the test in accordance with section 5.9. The instrumentation shall be located outside the 
environmental chamber. The dialer shall be arranged so that the reset switch can be actuated from outside 
of the chamber. 

5.16 Electromagnetic Susceptibility Tests 

The radiated electromagnetic susceptibility test shall be performed in a shielded room (EMI test 
chamber). The conducted electromagnetic susceptibility and lightning surge tests ma)~be performed without 
an EMI chamber, however, the test site should be located away from sensitive instruments. The conducted 
radio frequency signals and voltage spikes on the power lines can interfere with the operation of such 
instruments. 
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5.16.1 Conducted Electromagnetic Susceptibilit~~ Tests 

Connect the dialer as shown in figure 2. Observe whether the dialer activates during the performance 
of the tests. 

Subject the dialer to power line conducted interference in accordance with test methods CSOI, CS02, 
and CS06 of MIL.STD.462, [10]. Maintain a test level of 1· to 3·V rms, either manually or automatically, 
over the entire frequency test range. 

Determine the level of susceptibility of the unit for each frequency at which .the unit falsely actuates. 
Manually tune to the frequency at which the unit indicated an alarm, and raise the signal level from the 
lowest output level until the unit actuatell. The threshold susceptibility level is that signal level for which 
the dialer will not actuate for a lO·percent reduction in the signal level from the level that does cause an 
actuation. 

ltepeat test CS02 on the transmission lines (points "A" and "B" of fig. 2) leading into the dialer. 

5.16.2 . Radiated Electromagnetic Susceptibility Test 

Connect the dialer as shown in figure 2. The instrumentation and line resistors shall be located outside 
of the EMI test chamber during testing .. ~rrange the dialer so that the reset switch can be actuated from 
outside of th," chamber.' . 

Subject the dialer to radiation in accordance with. test method RS03 of MIL·STD-462 [10]. Use an 
electric field of 1 Vim for "frequencies in the range from 14 kHz to 2 MHz and 3 Vim for frequencies in the 
range from 2 MHz to 12 GHz. 
. Determine the suscepti\>ility of the unit for each frequency or frequency band at which the unit 

actuates. The susceptibility level is that signal level for which the dialer will not actuate for a 10 percent 
reduction in signal level from the level that does cause an actuation. 

5.16.3 Lightning Surge Test 

Connect the lightning surge test circuit to the oscilloscope, with the output of the circuit terminated in 
a 6OO.,n resistor as shown in figure 3. Operate the circuit and examine the pulse shape. If necessary, change 
the va1ues of the nominal 33·,n resistor and O.l·ItF capacitor to get a 600+30·V pulse with a rise time of 
10±2 its and a decay time to one·half maximum of 1.6+0.2 ms. 

Connect the dialer as shown in figure 1. Remove the 600·,n terminating resistor and connect the 
lightning simulation test circuit across transmission lines at points A and B. Apply five test surges of each 
polarity to the dialer, with at least a 15·s interval between surges to insure that the 3.3·ItF capacitor in the 
pulse circuit is fully charged. Repeat the test with the lightning surge simulator circuit connected between 
ground and, respectively, points A and B with the 600·,n terminating resistor connected across the output of 
the pulse circuit. Record any alarm actuations. Finally, perform the test tape dialing and voice message test 
of section 5.9, once for each channel. 

600 V de 
POWER SiJPPL Y 

SURGE GENERATOR 

330* 

O.l,uF* 

* Nominal values 

. FIGURE 3. Simulated lightning surge generation circuit. 
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